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Code 128

To set Min Message Length of Code 128 to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes

“Code Programming ON” 1、
“Select Min Message Length” 2、
Digit Code “8”, see Digit Code  3、
“Save Programming”,see Digit Code 4、
“Select Max Message Length” 5、
Digit Code “1” 6、
Digit Code “2” 7、
“Save Programming” 8、

“Code Programming OFF” 9、

Select Message Length

It is used to program the valid reading length of Code 128. The engine will 
not send barcode message to the Host, if the decoded data length does not 
match the valid length.

Code 128 Message Length is defined by “Min. Message Length” and 
“Max. Message Length”.

Min Message Length (default: 1) 
【Pro CMD：0400030】  

Max Message Length (default: 48)
【Pro CMD：0400040】   

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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EAN-8

Load Factory Default

** Load UCC/EAN-8 Factory Default
【Pro CMD：0401000】

Enable/Disable UCC/EAN-8

** Enable UCC/EAN-8
【Pro CMD：0401020】

Disable UCC/EAN-8
【Pro CMD：0401010】  

Check Digit

UCC/EAN-8 is fixed 8 digits barcode and the last digit is check digit. 

**Transmit Check   
【Pro CMD：0401040】 

Do Not Transmit Check
【Pro CMD：0401030】
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EAN-8

2 Digits Addenda Code

Addenda Code is the one to the right of an ordinary code. Picture below 
shows an ordinary code with a 2 digits Addenda Code. The left one in blue 
lines is an ordinary code. The right one in red lines is the 2 digits Addenda 
Code.

** Disable 2 Digits Addenda Code
【Pro CMD：0401050】

 

 Enable 2 Digits Addenda Code
【Pro CMD：0401060】

5 Digits Addenda Code
5 Digits Addenda Code is the one to the right of an ordinary code. Picture below shows an ordinary 
code with a 5 digits Addenda Code. The left one in blue lines is an ordinary code. The right one in red 
lines is the 5 digits Addenda Code.

** Disable 5 Digits Addenda Code
【Pro CMD：0401070】

Enable5 Digits Addenda Code
【Pro CMD：0401080】 

“ Enable 2 Digits Addenda Code “  — read an ordinary code and 2 digits Addenda Code. 
“ Enable 5 Digits Addenda Code “  — read an ordinary code and 5 digits Addenda Code. 
“Disable 2 Digits Addenda Code “ — read an ordinary code only, and ignore 2 digits 
Addenda Code.

1234 567

1234 567

89012
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EAN-8

EAN-8 expand to EAN-13

Expand EAN-8 to EAN-13, by adding 5 bytes of “0” to the left, and then transmit.

 ** Do Not Expand to EAN-13 
【Pro CMD：0401090】

Expand to EAN-13
【Pro CMD：0401100】
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EAN-13

Load Factory Default

** Load EAN-13 Factory Default
【Pro CMD：0402000】

Disable/EnableEAN-13

 ** Enable EAN-13
  【Pro CMD：0402020】

  Disable EAN-13
 【Pro CMD：0402010】 

Check Digit

** Transmit Check
【Pro CMD：0402040】

Do Not Transmit Check
【Pro CMD：0402030】   
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5 Digits Addenda Code

2 Digits Addenda Code

“ Enable 2 Digits Addenda Code “  — read an ordinary code and 2 digits Addenda Code. 
“ Enable 5 Digits Addenda Code “  — read an ordinary code and 5 digits Addenda Code. 
“Disable 2 Digits Addenda Code “ — read an ordinary code only, and ignore 2 digits 
Addenda Code.

5 Digits Addenda Code is the one to the right of an ordinary code. Picture below shows an ordinary 
code with a 5 digits Addenda Code. The left one in blue lines is an ordinary code. The right one in red 
lines is the 5 digits Addenda Code.

Addenda Code is the one to the right of an ordinary code. Picture below 
shows an ordinary code with a 2 digits Addenda Code. The left one in blue 
lines is an ordinary code. The right one in red lines is the 2 digits Addenda 
Code.

** Disable 5 Digits Addenda Code 
【Pro CMD：0402070】

Enable5 Digits Addenda Code
【Pro CMD：0402080】 

** Disable 2 Digits Addenda Code 
【Pro CMD：0402050】 

 

  Enable 2 Digits Addenda Code
【Pro CMD：0402060】

1 234567 89012

34

1 234567 89012

45678

EAN-13
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UPC-E

Load Factory Default

 ** Load UPC-E Factory Default
【Pro CMD：0403000】

Disable/Enable UPC-E

** Enable UPC-E   
【Pro CMD：0403020】

Disable UPC-E
【Pro CMD：0403010】

When the engine can not read UPC-E,  please read “Enable UPC-E” and try again.

Check Digit

UPC-E is fixed 8 digits barcode and the last digit is check digit.

** Transmit Check   
【Pro CMD：0403040】

Do Not Transmit Check
【Pro CMD：0403030】 
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5 Digits Addenda Code

2 Digits Addenda Code

“ Enable 2 Digits Addenda Code “  — read an ordinary code and 2 digits Addenda Code. 
“ Enable 5 Digits Addenda Code “  — read an ordinary code and 5 digits Addenda Code. 
“Disable 2 Digits Addenda Code “ — read an ordinary code only, and ignore 2 digits 
Addenda Code.

** Disable 5 Digits Addenda Code 
【Pro CMD：0403070】

Enable 5 Digits Addenda Code
 【Pro CMD：0403080】 

5 Digits Addenda Code is the one to the right of an ordinary code. Picture below shows an ordinary 
code with a 5 digits Addenda Code. The left one in blue lines is an ordinary code. The right one in red 
lines is the 5 digits Addenda Code.

** Abort 2 Digits Addenda
【Pro CMD：0403050】

 

Enable 2 Digits Addenda Code 
 【Pro CMD：0403060】

Addenda Code is the one to the right of an ordinary code. Picture below 
shows an ordinary code with a 2 digits Addenda Code. The left one in blue 
lines is an ordinary code. The right one in red lines is the 2 digits Addenda 
Code.

UPC-E

0 123456

78

0 123456

78901
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UPC-E

Transmit Default “0” 

The first byte of UPC-E is default to “0”.

UPC-E Expand to UPC-A

Follow the standard algorithm to expand UPC-E to UPC-A. 

**Do Not Expand to UPC-A 
【Pro CMD：0403110】

Expand to UPC-A
【Pro CMD：0403120】 

** Do Not Transmit “0”
【Pro CMD：0403090】

Transmit “0”
【Pro CMD：0403100】 
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UPC-A

Load Factory Default

** Load UPC-A Factory Default
【Pro CMD：0404000】

Disable/Enable UPC-A

When the engine can not read UPC-A, please read “Enable UPC-A” and try again.

Check Digit

UPC-A is fixed 13 digits barcode and the last digit is Check Digit.

** Enable UPC-A 
【Pro CMD：0404020】

Disable UPC-A
【Pro CMD：0404010】

**Transmit Check 
【Pro CMD：0404040】 

 (Do) Not Transmit Check
【Pro CMD：0404030】



Page  37

Symbols

Code Programming ON

Code Programming OFF

5 Digits Addenda Code

2 Digits Addenda Code

“ Enable 2 Digits Addenda Code “  — read an ordinary code and 2 digits Addenda Code. 
“ Enable 5 Digits Addenda Code “  — read an ordinary code and 5 digits Addenda Code. 
“Disable 2 Digits Addenda Code “ — read an ordinary code only, and ignore 2 digits 
Addenda Code.

** Disable 5 Digits Addenda Code
【Pro CMD：0404070】

Enable 5 Digits Addenda Code 
【Pro CMD：0404080】

5 Digits Addenda Code is the one to the right of an ordinary code. Picture below shows an ordinary 
code with a 5 digits Addenda Code. The left one in blue lines is an ordinary code. The right one in red 
lines is the 5 digits Addenda Code.

**  Disable 2 Digits Addenda Code 
 【Pro CMD：0404050】

 

Enable 2 Digits Addenda Code
【Pro CMD：0404060】

Addenda Code is the one to the right of an ordinary code. Picture below 
shows an ordinary code with a 2 digits Addenda Code. The left one in blue 
lines is an ordinary code. The right one in red lines is the 2 digits Addenda 
Code.

1 23456 78901

23

1 23456 78901

23456

UPC-A
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Transmit Default “0”

The first byte of UPC-A is default to “0”.

UPC-A has the default “0” but it is not printed out, unlike UPC-E. Read “Transmit 
0” will add a “0” to transmit.

UPC-A

**Do Not Transmit “0”
【Pro CMD：0404090】

 

 Transmit “0”
【Pro CMD：0404100】
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Interleaved 2 of 5

Load Factory Default

** Load Interleaved 2 of 5 Factory Default
【Pro CMD：0405000】

Disable/Enable Interleaved 2 of 5

When the engine can not read Interleaved 2 of 5, please read “Enable Interleaved 2 of 5” 
and try again

** Enable Interleaved 2 of 5
【Pro CMD：0405020】

Disable Interleaved 2 of 5
【Pro CMD：0405010】
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Select Message Length

It is used to program the valid reading length of Interleaved 2 of 5. The engine 
will not send barcode message to the Host, if the decoded data length does not 
match the valid length.

Interleaved 2 of 5 Message Length is defined by “Min. Message Length” 
and “Max. Message Length” 

Interleaved 2 of 5

To set Min Message Length of Interleaved 2 of 5 as 8 bytes, and Max Message length as 12 
bytes, read these programming codes: 
1. “Code Programming ON” 
2. “Select Min Message Length” 
3.   Digit Code “8”, see Digit Code Appendix (Pxxx) 
4. “Save Programming”, see Digit Code Appendix (Pxxx) 
5. “Select Max Message Length” 
6.   Digit Code “1” 
7.   Digit Code “2” 
8.  “Save Programming” 
9.  “Code Programming OFF”

Min Message Length (default: 6)
【Pro CMD：0405030】

Max Message Length (default: 80)
【Pro CMD：0405040】

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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Interleaved 2 of 5

Check Digit

Interleaved 2 of 5 may include Check Digit (not compulsory) following its 
barcode messages. It verifies the barcode message.

“NO Check, Transmit All” means to read without check and transmit  »
all bytes including barcode message and Check digit.

“Check, Do Not Transmit Check Digit” means to read and check. If  »
verification is successful, transmits barcode message; if not, engine will not 
send barcode message to the Host. 

“Check, Transmit All” means to read and check. If verification is  »
successful, transmits all messages; if not, engine will not send barcode mes-
sage to the Host.  

** NO Check, Transmit All
【Pro CMD：0405050】

When “Check, Do Not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check Digit) Interleaved 2 of 5 with the Min Message 
Length being 4 bytes and “Check, Do Not Transmit Check digit” enabled leads to an 
error.

 Check, Do Not Transmit Check Digit    
【Pro CMD：0405060】 

Check, Transmit All 
【Pro CMD：0405070】

The number of Interleaved 2 of 5 barcode bits(check digit contained) must be even. If it is odd, a 0 will 
be added as the first digit. The check digit generates automatically when a barcode is produced.
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Interleaved 2 of 5

Specified Lengths

Program the engine to read specified lengths or ranges of specified lengths for 
Interleaved 2 of 5. The length value must be 3 decimal digits. And the length 
value MUST be an even number between 2 to 64. 
Read “Enable Specified Length” to enable this feature or “Disable 
Specified Length” to disable.

The engine only read Interleaved 2 of 5 which are 12 and 24 bytes. 
1. “Code Programming ON” 
2. “Enable Specified Length” 
3. “Add Code Length” 
4.  Digit Code “0”，“1”，“2” 
5. “Save Programming” 
6. “Add code length” 
7.  Digit Code “0”，“2”，“4” 
8. “Save Programming” 
9. “Code Programming OFF” 
 
The engine only read Interleaved 2 of 5 between 12 bytes and 24 bytes. 
1. “Code Programming ON” 
2. “Enable Specified Length” 
3. “Add Code Length” 
4.  Digit Code “0”，“1”，“2” 
5.  Digit Code “0”，“2”，“4” 
6. “Save Programming” 
7. “Code Programming OFF”

** Disable Specified Length
【Pro CMD：0405140】

Enable Specified Length
【Pro CMD：0405150】

Add Code Length 
【Pro CMD：0405160】

Remove Code Length 
【Pro CMD：0405170】
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ITF-14

ITF-14 is a fixed length, 14 bytes Interleaved 2 of 5 barcode with Check digit. By 
factory default, it is disabled. 

When enabled, ITF-14 precedes 14-byte Interleaved 2 of 5 barcode.

 **Disable ITF-14
【Pro CMD：0405080】

Enable ITF-14, Do Not Transmit Check Digit 
【Pro CMD：0405090】

Enable ITF-14, Transmit Check Digit
【Pro CMD：0405100】

For instance, when ITF-14 is enabled and Interleaved 2 of 5 is disabled, the ITF-14 and 14 
bytes Interleaved 2 of 5 with check digit can be read, but other Interleaved 2 of 5 can not.
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ITF-6

ITF-6 is a fixed length 6 bytes Interleaved 2 of 5 barcode with check digit. 
When enabled, ITF-6 precedes 6-byte Interleaved 2 of 5 barcode.

**Disable ITF-6 User Selection
【Pro CMD：0405110】

ITF-6, Read, Do Not Transmit Check Digit
【Pro CMD：0405120】

ITF-6, Read, Transmit Check Digit
【Pro CMD：0405130】 

For instance, when ITF-6 is enabled and Interleaved 2 of 5 is disabled, the ITF-6 and 6 
bytes Interleaved 2 of 5 with check digit can be read, but other Interleaved 2 of 5 can not
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Code 39

Load Factory Default

** Load Code 39 Factory Default
【Pro CMD：0408000】

Enable/Disable Code 39

When the engine can not read Code 39, please read “Enable Code 39” and try again

Transmit Start & Stop Character

Transmission of “*” can be selected.

** Enable Code 39 
【Pro CMD：0408020】  

Disable Code 39
【Pro CMD：0408010】

**Transmit Both “*”
【Pro CMD：0408090】  

Transmit Neither “*”
【Pro CMD：0408080】
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Code 39

Select Message Length

It is used to program the valid reading length of Code 39. The engine will not 
send barcode message to the Host, if the decoded data length does not match 
the valid length.
Code 39 Message Length is defined by “Min. Message Length” and 
“Max. Message Length “.

To set Min Message Length of Code 39 to 8 bytes, and Max Message Length to 12 bytes, 
read these programming codes:
1. “Code Programming ON”

2. “Select Min Message Length”
3. Digit Code “8”, see Digit Code
4. “Save Programming”, see Digit Code
5. “Select Max Message Length”
6. Digit Code “1”
7. Digit Code “2”
8.“Save Programming”
9.“Code Programming OFF”

Min Message Length (default: 1)
【Pro CMD：0408030】  

Max Message Length (default: 48)
【Pro CMD：0408040】

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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Code 39

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Code 39 with the Min Message Length being 4 
bytes and “Check, Do not transmit Check Digit” enabled leads to an error.

Decode ASCII
Code 39 can include full ASCII characters. For factory default, the engine only decodes part of them. 
Read “Full ASCII decode” to decode full ASCII characters.

** NO Check, Transmit All
【Pro CMD：0408050】

Check, Do not transmit Check Digit 
【Pro CMD：0408060】

Check, Transmit All
【Pro CMD：0408070】

Check Digit 
Code 39 may include Check Digit (not compulsory) following its barcode 
message. It verifies the barcode message.

"NO Check, Transmit All" means to read without check and transmit  »
all bytes including barcode message and Check Digit.

"Check, Do Not Transmit Check Digit" means to read and check. If  »
verification is successful, transmits barcode message; if not, engine will not 
send barcode message to the Host. 

"Check, Transmit All" means to read and check. If verification is suc- »
cessful, transmits all messages; if not, engine will not send barcode message 
to the Host. 

**Partial ASCII Decode
【Pro CMD：0408100】  

Full ASCII Decode
【Pro CMD：0408110】
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Codabar

Load Factory Default

** Load Codabar Factory Default
【Pro CMD：0409000】

Enable/Disable Codabar

When the engine can not read Codabar, please read “Enable Codabar” and try again.

** Enable Codabar   
【Pro CMD：0409020】   

Disable Codabar
【Pro CMD：0409010】
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Codabar

Select Message Length

It is used to program the valid reading length of Codabar. The engine will not 
send barcode message to the Host, if the decoded data length does not match 
the valid length.

Codabar Message Length is defined by “Min. Message Length” and 
“Max. Message Length “.

Min Message Length (default: 2) 
【Pro CMD：0409030】 

Max Message Length (default: 60)
【Pro CMD：0409040】

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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Codabar

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Codabar with the Min Message Length being 4 
bytes and “Check, Do not transmit Check Digit” enabled leads to an error.

** NO Check, Transmit All
【Pro CMD：0409050】

Check, Do not transmit Check Digit 
【Pro CMD：0409060】

Check, Transmit All
【Pro CMD：0409070】

Check Digit 
Codabar may include Check Digit (not compulsory) following its barcode 
message. It verifies the barcode message.

"NO Check, Transmit All" means to read without check and transmit  »
all bytes including barcode message and Check Digit.

"Check, Do Not Transmit Check Digit" means to read and check. If  »
verification is successful, transmits barcode message; if not, engine will not 
send barcode message to the Host. 

"Check, Transmit All" means to read and check. If verification is suc- »
cessful, transmits all messages; if not, engine will not send barcode message 
to the Host. 
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Codabar

Transmit Start & Stop Character

Codabar uses either one of “A”, “B”, “C” and “D” as the start 
character and the stop character. Transmission of them can be selected.

**Transmit Both Start & Stop Character
【Pro CMD：0409090】   

 Transmit Neither Start & Stop Character
【Pro CMD：0409080】

 **Use ABCD/ABCD As Start & Stop Character
【Pro CMD：0409100】   

 Use ABCD/TN*E As Start & Stop Character
【Pro CMD：0409110】

 **Use Upper Letter
【Pro CMD：0409120】   

 Use Lower Letter
【Pro CMD：0409130】
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Code 93

Load Factory Default

** Load Code 93 Factory Default
【Pro CMD：0410000】

Enable /Disable Code 93

When the engine can not read Code 93, please read “Enable Code 93” and try again.

** Disable Code 93 
【Pro CMD：0410010】    

Enable Code 93
【Pro CMD：0410020】
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Select Message Length

It is used to program the valid reading length of Code 93. The engine will not 
send barcode message to the Host, if the decoded data length does not match 
the valid length.
Code 93 Message Length is defined by “Min. Message Length” and “Max. 
Message Length .” 

Code 93

To set Min Message Length of Code 93 to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 

Min Message Length (default: 1)  
【Pro CMD：0410030】   

Max Message Length (default: 48)
【Pro CMD：0410040】

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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Code 93

NO Check, Transmit All
【Pro CMD：0410050】

** Check, Do not transmit Check Digit  
【Pro CMD：0410060】

Check, Transmit All
【Pro CMD：0410070】

Check Digit 
Code 93 may include Check Digits (not compulsory) following its barcode 
message. The two digits verify the barcode message.

"NO Check, Transmit All" means to read without check and transmit  »
all bytes including barcode message and Check Digits.

"Check, Do Not Transmit Check Digit" means to read and check. If  »
verification is successful, transmits barcode message; if not, engine will not 
send barcode message to the Host. 

"Check, Transmit All" means to read and check. If verification is suc- »
cessful, transmits all messages; if not, engine will not send barcode message 
to the Host. 

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Code 93 with the Min Message Length being 4 
bytes and “Check, Do not transmit Check Digit” enabled leads to an error.
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UCC/EAN-128

Load Factory Default

** Load UCC/EAN-128 Factory Default
【Pro CMD：0412000】

Enable/Disable UCC/EAN-128

When the engine can not read UCC/EAN-128, please read “Enable UCC/EAN-128” and 
try again.

** Enable UCC/EAN-128 
【Pro CMD：0412020】   

Disable UCC/EAN-128
【Pro CMD：0412010】
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GS1 Databar

Load Factory Default

** Load GS1 Databar Factory Default
【Pro CMD：0413000】

Enable/Disable GS1 Databar

When the engine can not read GS1 Databar, please read “Enable GS1 Databar” and try 
again.

** Enable GS1 Databar 
【Pro CMD：0413020】   

Disable GS1 Databar
【Pro CMD：0413010】

Transmit AI(01) Character

** Transmit AI(01) Character
【Pro CMD：0413060】   

Do not Transmit AI(01) Character
【Pro CMD：0413050】
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EAN·UCC Composite

Load Factory Default

** Load EAN·UCC Composite Factory Default
【Pro CMD：0414000】

Enable/Disable EAN·UCC Composite

When the engine can not read EAN·UCC Composite, please read “Enable EAN·UCC 
Composite” and try again.

Enable EAN·UCC Composite
【Pro CMD：0414020】   

** Disable EAN·UCC Composite
【Pro CMD：0414010】

Enable UPC/EAN Composite 
【Pro CMD：0414040】   

** Disable UPC/EAN Composite
【Pro CMD：0414030】
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Code 11

Load Factory Default

** Load Code 11 Factory Default
【Pro CMD：0415000】

Enable/Disable Code 11

When the engine can not read Code 11, please read “Enable Code 11” and try again.

Enable Code 11 
【Pro CMD：0415020】   

** Disable Code 11
【Pro CMD：0415010】



Page  59

Symbols

Code Programming ON

Code Programming OFF

Code 11

Select Message Length

It is used to program the valid reading length of Code 11. The engine will not 
send barcode message to the Host, if the decoded data length does not match 
the valid length.
Code 11 Message Length is defined by “Min. Message Length” and “Max. 
Message Length .” 

To set Min Message Length of Code11 to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 

Min Message Length (default: 4)  
【Pro CMD：0415030】   

Max Message Length (default: 48)
【Pro CMD：0415040】

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.
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Code 11

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Code 11 with the Min Message Length being 4 
bytes and “Check, Do not transmit Check Digit” enabled leads to an error.

NO Check, Transmit All
【Pro CMD：0415050】

** Single Check Digit，MOD11 
【Pro CMD：0415060】

Double Check Digits, MOD11/MOD11
【Pro CMD：0415070】

Double Check Digits, MOD11/MOD9
【Pro CMD：0415080】

Single Check Digit MOD11（Len <= 10)
Double Check Digits MOD11/MOD11 （Len > 10) 

【Pro CMD：0415090】

Single Check Digit MOD11 （Len <= 10)
Double Check Digits MOD11/MOD9 （Len > 10)

【Pro CMD：0415100】

Do not transmit Check Digit 
【Pro CMD：0415110】

** Transmit Check Digit 
【Pro CMD：0415120】

Check Digit
Code 11 may include Check Digit (not compulsory) following its barcode message. 
It verifies the barcode message.

"NO Check, Transmit All" means to read without check and transmit all  »
bytes including barcode message and Check Digit.

"Check, Do Not Transmit Check Digit" means to read and check. If verifica- »
tion is successful, transmits barcode message; if not, engine will not send barcode 
message to the Host. 

"Check, Transmit All" means to read and check. If verification is successful,  »
transmits all messages; if not, engine will not send barcode message to the Host. 
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Code Programming OFF

ISBN

Load Factory Default

**  Load ISBN Factory Default
【Pro CMD：0416000】

Enable/Disable ISBN

Enable  ISBN
【Pro CMD：0416020】   

** Disable  ISBN
【Pro CMD：0416010】

**  Transmit 13 digits
【Pro CMD：0416030】   

Transmit 10 digits
【Pro CMD：0416040】

Transmit

When the engine can not read ISBN, please read “Enable ISBN” and try again.
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Code Programming ON

Code Programming OFF

Industrial 25

Load Factory Default

**  Load Industrial 25 Factory Default
【Pro CMD：0417000】

Enable/Disable Industrial 25

Enable  Industrial 25
【Pro CMD：0417020】   

** Disable  Industrial 25
【Pro CMD：0417010】

When the engine can not read Industrial 25, please read “Enable Industrial 25” and try 
again.
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Code Programming ON

Code Programming OFF

Industrial 25

Min Message Length (default: 6) 
【Pro CMD：0417030】   

Max Message Length (default:48)
【Pro CMD：0417040】

Select Message Length

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.

It is used to program the valid reading length of Industrial 25. The engine will 
not send barcode message to the Host, if the decoded data length does not 
match the valid length.
Industrial 25 Message Length is defined by “Min. Message Length” and 
“Max. Message Length .” 

To set Min Message Length of Industrial 25 to 8 bytes and Max Message Length to 12 
bytes, read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 
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Code Programming ON

Code Programming OFF

Industrial 25

**  NO Check, Transmit All
【Pro CMD：0417050】

Check, Do Not Transmit Check Digit 
【Pro CMD：0417060】

Check, Transmit All
【Pro CMD：0417070】

Check Digit
Industrial 25 may include Check Digit (not compulsory) following its barcode 
message. It verifies the barcode message.

"NO Check, Transmit All" means to read without check and transmit all  »
bytes including barcode message and Check Digit.

"Check, Do Not Transmit Check Digit" means to read and check. If verifica- »
tion is successful, transmits barcode message; if not, engine will not send barcode 
message to the Host. 

"Check, Transmit All" means to read and check. If verification is successful,  »
transmits all messages; if not, engine will not send barcode message to the Host. 

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Industrial 25 with the Min Message Length 
being 4 bytes and “Check, Do not transmit Check Digit” enabled leads to an error.
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Code Programming OFF

Standard 25

Load Factory Default

**  Load Standard 25 Factory Default
【Pro CMD：0418000】

Enable/Disable Standard 25

When the engine can not read Standard 25, please read “Enable Standard 25” and try 
again.

Enable Standard 25 
【Pro CMD：0418020】   

**  Disable Standard 25
【Pro CMD：0418010】
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Code Programming OFF

Standard 25

Min Message Length (default: 6) 
【Pro CMD：0418030】   

Max Message Length (default:48)
【Pro CMD：0418040】

Select Message Length

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.

It is used to program the valid reading length of Standard 25. The engine will 
not send barcode message to the Host, if the decoded data length does not 
match the valid length.
Standard 25 Message Length is defined by “Min. Message Length” and 
“Max. Message Length .” 

To set Min Message Length of Standard 25 to 8 bytes and Max Message Length to 12 
bytes, read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 
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Code Programming OFF

Standard 25

** NO Check, Transmit All
【Pro CMD：0418050】

Check, Do Not Transmit Check Digit 
【Pro CMD：0418060】

Check, Transmit All
【Pro CMD：0418070】

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Industrial 25 with the Min Message Length 
being 4 bytes and “Check, Do not transmit Check Digit” enabled leads to an error.

Check Digit
Standard 25 may include Check Digit (not compulsory) following its barcode 
message. It verifies the barcode message.

"NO Check, Transmit All" means to read without check and transmit all  »
bytes including barcode message and Check Digit.

"Check, Do Not Transmit Check Digit" means to read and check. If verifica- »
tion is successful, transmits barcode message; if not, engine will not send barcode 
message to the Host. 

"Check, Transmit All" means to read and check. If verification is successful,  »
transmits all messages; if not, engine will not send barcode message to the Host. 
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Code Programming OFF

Plessey

Load Factory Default

**  Load Plessey Factory Default
【Pro CMD：0419000】

Enable/Disable Plessey

Enable Plessey 
【Pro CMD：0419020】   

**  Disable Plessey
【Pro CMD：0419010】

When the engine can not read Plessey, please read “Enable Plessey” and try again.
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Code Programming ON

Code Programming OFF

Plessey

Min Message Length (default: 4) 
【Pro CMD：0419030】   

Max Message Length (default:48)
【Pro CMD：0419040】

Select Message Length

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.

It is used to program the valid reading length of Plessey. The engine will not 
send barcode message to the Host, if the decoded data length does not match 
the valid length.
Plessey Message Length is defined by “Min. Message Length” and “Max. 
Message Length .” 

To set Min Message Length of Plessey to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 
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Code Programming OFF

Plessey

NO Check, Transmit All
【Pro CMD：0419050】

Check, Do Not Transmit Check Digit 
【Pro CMD：0419060】

** Check, Transmit All
【Pro CMD：0419070】

Check Digit
Plessey may include Check Digits (not compulsory) following its barcode message. 
The two digits verify the barcode message.

"NO Check, Transmit All" means to read without check and transmit all  »
bytes including barcode message and Check Digits.

"Check, Do Not Transmit Check Digit" means to read and check. If verifica- »
tion is successful, transmits barcode message; if not, engine will not send barcode 
message to the Host. 

"Check, Transmit All" means to read and check. If verification is successful,  »
transmits all messages; if not, engine will not send barcode message to the Host. 

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) Plessey with the Min Message Length being 4 
bytes and “Check, Do not transmit Check Digit” enabled leads to an error.
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Code Programming OFF

MSI-Plessey

Load Factory Default

**  Load MSI-Plessey Factory Default
【Pro CMD：0420000】

Enable/Disable MSI-Plessey

Enable MSI-Plessey 
【Pro CMD：0420020】   

**  Disable MSI-Plessey
【Pro CMD：0420010】

When the engine can not read MSI-Plessey, please read “Enable MSI-Plessey” and try 
again.
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Code Programming ON

Code Programming OFF

MSI-Plessey

Min Message Length (default: 4) 
【Pro CMD：0420030】   

Max Message Length (default:48)
【Pro CMD：0420040】

Select Message Length

1D bar code Message Length should not exceed 127 bytes. If Max Message Length is 
less than Min Message Length, it means the engine will only support barcodes of the two 
lengths. If Max Message Length is equal to Min Message Length, the engine will only sup-
port barcodes of the length.

It is used to program the valid reading length of MSI-Plessey. The engine will 
not send barcode message to the Host, if the decoded data length does not 
match the valid length.
MSI-Plessey Message Length is defined by “Min. Message Length” and 
“Max. Message Length .” 

To set Min Message Length of MSI-Plessey to 8 bytes and Max Message Length to 12 
bytes, read these programming codes: 
1.“Code Programming ON” 
2.“Select Min Message Length” 
3. Digit Code “8”, see Digit Code 
4.“Save Programming”, see Digit Code 
5.“Select Max Message Length” 
6. Digit Code “1” 
7. Digit Code “2” 
8.“Save Programming” 
9.“Code Programming OFF” 
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Code Programming ON

Code Programming OFF

MSI-Plessey

NO Check, Transmit All
【Pro CMD：0420050】

** Single Check Digit，MOD10
【Pro CMD：0420060】

Double Check Digits，MOD10/MOD10
【Pro CMD：0420070】

Double Check Digits，MOD10/MOD11
【Pro CMD：0420080】

NO Transmit Check Digits 
【Pro CMD：0420090】

** Transmit Check Digits 
【Pro CMD：0420100】

When “Check, Do not Transmit Check digit” is enabled and barcode message length 
minus one is less than Min Message Length, it will lead to an error. 
E.g.：Reading a 4-byte (include check byte) MSI-Plessey with the Min Message Length 
being 4 bytes and “Check, Do not transmit Check Digit” enabled leads to an error.

Check Digit
Plessey may include Check Digits(s) (not compulsory) following its barcode 
message. It may have one or two digits, which verify the barcode message.

"NO Check, Transmit All" means to read without check and transmit all  »
bytes including barcode message and Check Digits.
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PDF417

Load Factory Default

** Load PDF417 Factory 
【Pro CMD：0501000】

Enable/Disable PDF417

** Enable PDF417
【Pro CMD：0501020】

Disable PDF417
【Pro CMD：0501010】

When the engine can not read PDF417, please read “Enable PDF417” and try again.
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Code Programming ON

Code Programming OFF

PDF417

Select Message Length

It is used to program the valid reading length of PDF417. The engine will not send 
barcode message to the Host, if the decoded data length does not match the valid 
reading length.
PDF417 Message Length is defined by "Min. Message Length" and "Max. Message 
Length ". 

2D bar code Message Length should not exceed 65535 bytes. 
 Max Message Length should not be less than Min Message Length. 
To read a fixed length PDF417, Please program Max & Min Message Length to the same 
value.

To set Min Message Length of PDF417 to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes: 
1.    “Code Programming ON” 
2.    “Select Min Message Length” 
3.    Digit Code “8”, see Digit Code  
4.    “Save Programming”,see Digit Code  
5.    “SelectMax Message Length” 
6.    Digit Code “1” 
7.    Digit Code “2” 
8.    “Save Programming” 
9.    “Code Programming OFF”

Min Message Length (default: 1)
【Pro CMD：0501030】

Max Message Length (default: 2710)
【Pro CMD：0501040】
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Code Programming OFF

PDF417

**  Single PDF417 Only
【Pro CMD：0501070】

Twin PDF417 Only
【Pro CMD：0501080】

Both Single & Twin
【Pro CMD：0501090】

PDF417 twin code is 2 PDF417 barcodes paralleled vertically or horizontally. They 
must have the same direction. Their specifications must be similar and the distance 
between them must be short.

There are 3 options for reading PDF417 twin code:

PDF417 Twin Code

Single  » PDF417 Only: Read either PDF417 code.
Twin  » PDF417 Only: Read both PDF417 codes. The transmission sequence 

is: left (upper) PDF417 code followed by right (lower) PDF417 code.
Both Single & Twin: Read both  » PDF417 codes. If successful, transmit as 

twin PDF417 only. Otherwise, try single PDF417 only. 

Forward/Backwrd Direction PDF 417 

** Forward Direction Barcode Only
【Pro CMD：0501320】

Backwrd Direction Barcode Only 
【Pro CMD：0501321】

Both
【Pro CMD：0501322】

PDF 417 has forward or backward direction.

Forward Direction Barcode：Light colour ground, Deep colour bars.
Backwrd Direction Barcode：Deep colour ground, Light colour bars.
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QR Code

Load Factory Default

 ** Load QR Code Factory Default
【Pro CMD：0502000】

Enable/Disable QR Code

When the engine can not read QR Code, please read “Enable QR Code” and try again.

** Enable QR Code
【Pro CMD：0502020】

 Disable QR Code
【Pro CMD：0502010】
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QR Code

Select Message Length

It is used to program the valid reading length of QR Code. The engine will not send 
barcode message to the Host, if the decoded data length does not match the valid 
length.
QR Code Message Length is defined by "Min. Message Length" and "Max. 
Message Length ". 

2D bar code Message Length should not exceed 65535 bytes.  
Max Message Length should not be less than Min Message Length. 
To read a fixed length QR Code, Please program Max & Min Message Length to the same 
value 

To set Min Message Length of QR Code to 8 bytes and Max Message Length to 12 
bytes, read these programming codes: 
1.    “Code Programming ON”  
2.    “Select Min Message Length” 
3.    Digit Code “8”, see Digit Code  
4.    Save Programming”, see Digit Code  
5.    Select Max Message Length” 
6.    Digit Code “1” 
7.    Digit Code “2” 
8.    “Save Programming” 
9.    “Code Programming OFF”

Min Message Length (default: 1)
【Pro CMD：0502030】

 Max Message Length (default: 7089)
【Pro CMD：0502040】
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 QR Code

QR twin code is 2 QR barcodes paralleled vertically or horizontally.They must have 
the same direction. Their specifications must be similar and the distance between 
them must be short.

There are 3 options for reading QR twin code:

QR Twin Code

Single QR Only: Read either QR code. »
Twin QR Only: Read both QR codes. The transmission sequence is: left (up- »

per) QR code followed by right (lower) QR code.
Both Single & Twin: Read both QR codes. If successful, transmit as twin QR  »

only. Otherwise, try single QR only. 

**Single QR Only
【Pro CMD：0502070】

Both Single & Twin
【Pro CMD：0502090】

  Twin QR Only
【Pro CMD：0502080】
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Aztec

Load Factory Default

** Load Aztec Factory Default
【Pro CMD：0503000】

Enable/Disable Aztec

When the engine can not read Aztec, please read “Enable Aztec” and try again.

Enable Aztec
【Pro CMD：0503020】

  ** Disable Aztec
【Pro CMD：0503010】
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Aztec

Select Message Length

It is used to program the valid reading length of Aztec. The engine will not send 
barcode message to the Host, if the decoded data length does not match the valid 
length.
Aztec Message Length is defined by “Min. Message Length” and “Max. 
Message Length “.

2D bar code Message Length should not exceed 65535 bytes. 
 Max Message Length should not be less than Min Message Length. 
To read a fixed length Aztec, Please program Max & Min Message Length to the same 
value. 

To set Min Message Length of Aztec to 8 bytes and Max Message Length to 12 bytes, 
read these programming codes. 
1.    “Code Programming ON”  
2.    “Select Min Message Length” 
3.    Digit Code “8”, see Digit Code  
4.    Save Programming”, see Digit Code  
5.    Select Max Message Length” 
6.    Digit Code “1” 
7.    Digit Code “2” 
8.    “Save Programming” 
9.    “Code Programming OFF”

Min Message Length (default: 1)
【Pro CMD：0503030】

  Max Message Length (default: 3832)
【Pro CMD：0503040】
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Aztec

Reading Multi-barcodes of an Image

** Mode 1
【Pro CMD：0503070】

Mode 2
【Pro CMD：0503080】

  Mode 3
【Pro CMD：0503090】

There are three modes:

Mode 1：Read one barcode only. »
Mode 2：Read fixed number of barcodes only. »
Mode 3：Composite Reading. Read fixed number of barcodes first, if failed,  »

read one barcode only.
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Aztec

The number of Multi-barcodes

** 1
【Pro CMD：0503060】

2
【Pro CMD：0503061】

  3
【Pro CMD：0503062】

  4
【Pro CMD：0503063】

  5
【Pro CMD：0503064】

  6
【Pro CMD：0503065】

  7
【Pro CMD：0503066】

  8
【Pro CMD：0503067】
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Data Matrix

Load Factory Default

** Load Data Matrix Factory Default
【Pro CMD：0504000】

Enable/Disable Data Matrix

When the engine can not read Data Matrix, please read “Enable Data Matrix” and try 
again.

** Enable Data Matrix
【Pro CMD：0504020】

 Disable Data Matrix
【Pro CMD：0504010】
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Data Matrix

Select Message Length

It is used to program the valid reading length of Data Matrix. The engine will not 
send barcode message to the Host, if the decoded data length does not match the 
valid reading length.
Data Matrix Message Length is defined by "Min. Message Length" and "Max. 
Message Length ".

2D bar code Message Length should not exceed 65535 bytes. 
 Max Message Length should not be less than Min Message Length. 
To read a fixed length Data Matrix, Please program Max & Min Message Length to the 
same value. 

To set Min Message Length of Data Matrix to 8 bytes and Max Message Length to 12 
bytes, read these programming codes. 
1.    “Code Programming ON”  
2.    “Select Min Message Length” 
3.    Digit Code “8”, see Digit Code  
4.    Save Programming”, see Digit Code  
5.    Select Max Message Length” 
6.    Digit Code “1” 
7.    Digit Code “2” 
8.    “Save Programming” 
9.    “Code Programming OFF”

Min Message Length (default: 1)
【Pro CMD：0504030】

 Max Message Length (default: 3116)
【Pro CMD：0504040】
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Data Matrix

Data Matrix twin code is 2 Data Matrix barcodes paralleled vertically or 
horizontally.They must have the same direction. Their specifications must be similar 
and the distance between them must be short.

There are 3 options for reading Data Matrix: 

Data Matrix Twin Code

Single Data Matrix Only: Read either Data Matrix. »
Twin Data Matrix Only: Read both Data Matrix. The transmission sequence  »

is: left (upper) Data Matrix followed by right (lower) Data Matrix.
Both Single & Twin: Read both Data Matrix. If successful, transmit as twin  »

Data Matrix. Otherwise, try single Data Matrix only. 

**Single Data Matrix Only
【Pro CMD：0504070】

Both Single & Twin
【Pro CMD：0504090】

   Twin Data Matrix Only
【Pro CMD：0504080】
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Data Matrix

Rectangular Symbols

 ** Enable Rectangular Symbols
【Pro CMD：0504110】

Disable Rectangular Symbols
【Pro CMD：0504100】

Data Matrix has two formats:
Square symbols, which has the same amount of models in length and  »

width： 10*10，12*12.... 144*144。
Rectangular symbols, which has different amounts of models in length and  »

width：6*16;6*14...14*22。

** Forward Direction Barcode Only
【Pro CMD：0504320】

Backwrd Direction Barcode
【Pro CMD：0504321】

Both
【Pro CMD：0504322】

Forward/Backwrd Direction Data Matrix 

Data Matrix has forward or backwrd direction.

Forward Direction Barcode：Light colour ground, Deep colour bars.
Backwrd Direction Barcode：Deep colour ground, Light colour bars.
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Maxicode

** Load Maxicode Factory Default
【Pro CMD：0505000】

Enable/Disable Maxicode

When the engine can not read Maxicode, please read “Enable Maxicode” and try again.

Enable Maxicode
【Pro CMD：0505020】

 ** Disable Maxicode
【Pro CMD：0505010】

Load Factory Default
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Maxicode

Min Message Length (default: 1)
【Pro CMD：0505030】

 Max Message Length (default:150)
【Pro CMD：0505040】

Select Message Length

It is used to program the valid reading length of Maxicode. The engine will not send 
barcode message to the Host, if the decoded data length does not match the valid 
reading length.
Maxicode Message Length is defined by "Min. Message Length" and "Max. 
Message Length ".

2D bar code Message Length should not exceed 65535 bytes. 
 Max Message Length should not be less than Min Message Length. 
To read a fixed length Maxicode, Please program Max & Min Message Length to the same 
value. 

To set Min Message Length of Maxicode to 8 bytes and Max Message Length to 12 
bytes, read these programming codes. 
1.    “Code Programming ON”  
2.    “Select Min Message Length” 
3.    Digit Code “8”, see Digit Code  
4.    Save Programming”, see Digit Code  
5.    Select Max Message Length” 
6.    Digit Code “1” 
7.    Digit Code “2” 
8.    “Save Programming” 
9.    “Code Programming OFF”
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OCR 

OCR (Optical Character Recognition) is the technology that captures image of 
printed information, and recognizes the image to editable characters. 
The engine supports OCR B standard and specific typefaces, such as:

 ** Disable OCR
【Pro CMD：0600010】

Enable OCR
【Pro CMD：0600020】

Introduction

 ** Load SPEC_OCR_B Factory Default
【Pro CMD：0600000】

■  0 1 2 3 4 5 6   7 8  ■

1. Nine numbers of OCR-B typeface must be included.
2. There must be a space between No.7 and No.8 number.
3. It must start and end with “■”. There must be a space between “■”and a number.
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Introduction

1D barcodes could contain digits, letters and symbols, etc. 2D barcodes could contain more data, such 
as Chinese characters and other multi-byte characters. However, in reality, they do not and should not 
have all the information we need, such as barcode type, date and time of scan, delimiter, and so on, in 
order to keep the code short and flexible.

Prefix and Suffix are how to fulfill the needs mentioned above. They can be added, removed, and 
modified while the original barcode message is still in tact.

Barcode processing sequences: 
1. Intercept barcode message 
2. Add Prefix/Suffix 
3. Pack 
4. Terminate with Terminal and transmit
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Code Programming ON

Code Programming OFF

General Programming

Disable or Enable Prefix/Suffix

Disable All Prefix/Suffix: Transmit barcode message with no Prefix/Suffix.

Enable All Prefix/Suffix: Allow appending Code ID prefix, AIM prefix, User 
prefix, User suffix and Terminal to the barcode message.

** Disable All Prefix/Suffix
【Pro CMD：0311000】

Enable All Prefix/Suffix
【Pro CMD：0311010】
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Code Programming ON

Code Programming OFF

General Programming

Prefix Sequences

6 options of Prefix Sequences:

** CodeID + AIM + User Prefix
【Pro CMD：0317000】

CodeID + User Prefix + AIM
【Pro CMD：0317010】

AIM + CodeID + User Prefix
【Pro CMD：0317020】

AIM + User Prefix + CodeID
【Pro CMD：0317030】

User Prefix + CodeID + AIM
【Pro CMD：0317040】

User Prefix + AIM + CodeID
【Pro CMD：0317050】
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Code Programming ON

Code Programming OFF

General Programming

User Prefix is added before barcode message. For example, if the user 
prefix is “AB” and the barcode message is “123”, the Host receives 
“AB123”.

Program User Prefix

Enable “Program User Prefix”. Then program user prefix byte(s). To end the prefix, 
read “Save programming” The user prefix byte is programmed in its hex values. 
See example below.
Note: The maximum length for user prefix is 10 bytes.

Program User Prefix
【Pro CMD：0300000】

Program “CODE” as user prefix (The hex of “CODE” are 0x43/0x4F/0x44/0x45): 
1. Read “Code Programming ON” 
2. Read “Program User Prefix” 
3. Read “4,3,4,F,4,4,4,5” in order 
4. Read “Save Programming” 
5. Read “Code Programming OFF”.  
6. Read “Allow User Prefix” to enable above programming. “CODE” will 
appear to the left of a barcode.

Disable or Enable User Prefix

 ** Disable User Prefix
【Pro CMD：0305000】

Enable User Prefix
【Pro CMD：0305010】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

ToolsAIM Prefix

AIM (Automatic Identification Manufactures) defines AIM prefix for many standard 
barcode formats. 

AIM Prefix Format: “]” + AIM prefix + “0”

**  Disable AIM Prefix
【Pro CMD：0308000】

Enable AIM Prefix
【Pro CMD：0308030】

AIM ID is not customizable.
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

ToolsCode ID Prefix

Besides AIM prefix, Code ID prefix can be used to denote barcode format and can 
be customized.

The Code ID prefix MUST be one (1) or two (2) visible English letters.

** No Code ID Prefix
【Pro CMD：0307000】

Allow Code ID Prefix
【Pro CMD：0307010】

Code ID Default

All Bar codes, Load Code ID Factory Default
【Pro CMD：0307020】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

Tools

Modify PDF417 Code ID to be “p” (hex value is 0x70) 
1.    Read “Code Programming ON” 
2.    Read “Modify PDF417” 
3.    Read Digit Code “7”, “0” 
4.    Read “Save Programming” 
5.    Read “Code Programming OFF”.

Code ID Prefix

Modify Code ID

See the examples below for how to modify a code ID and restore factory default 
code ID.

Load Code ID factory default (including PDF417) 
1.   Read “Code Programming ON” 
2.   Read “2D, Load Code ID Factory Default” 
3.   Read “Code Programming OFF”.

Modify PDF417
【Pro CMD：0005000】

 Modify QR Code
【Pro CMD：0005010】

Modify Aztec
【Pro CMD：0005020】

Modify Data Matrix
【Pro CMD：0005030】

Modify Maxicode
【Pro CMD：0005040】

User Define Code
【Pro CMD：0005090】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

ToolsCode ID Prefix

Modify EAN-8
【Pro CMD：0004040】

Modify EAN-13
【Pro CMD：0004050】

Modify UPC-E
【Pro CMD：0004060】

Modify UPC-A
【Pro CMD：0004070】

 Modify Interleaved 2 of 5
【Pro CMD：0004080】

Modify ITF-14
【Pro CMD：0004090】

Modify  ITF-6
【Pro CMD：0004100】

Modify Code 39
【Pro CMD：0004130】

Modify Codabar
【Pro CMD：0004150】

Modify Code 93
【Pro CMD：0004170】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

ToolsCode ID Prefix

Modify Code 128
【Pro CMD：0004020】

 Modify UCC/EAN-128
【Pro CMD：0004030】

Modify Code 11
【Pro CMD：0004280】

Modify EAN•UCC Composite
【Pro CMD：0004300】

Modify GS1 Databar
【Pro CMD：0004310】

Modify ISBN
【Pro CMD：0004240】

 Modify Industrial 25
【Pro CMD：0004250】

Modify Standard 25
【Pro CMD：0004260】

Modify Plessey
【Pro CMD：0004270】

Modify MSI-Plessey
【Pro CMD：0004290】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

Tools

Program “CODE” as user suffix (The hex of “CODE” are 0x43, 0x4F, 0x44, and 
0x45): 
1. Read “Code Programming ON” 
2. Read “Program User Suffix” 
3. Read “4,3,4,F,4,4,4,5” in order 
4. Read “Save Programming” 
5. Read “Code Programming OFF” 
6. Read “Allow User Suffix” to enable above programming. “CODE” will 
appear to the right of a barcode.

User Suffix

Disable or Enable User Suffix

User suffix is appended to the right of barcode message. For example, if user suffix 
is “AB”, and the barcode message is “123”, The Host receives “123AB”.

**Disable User Suffix 
【Pro CMD：0306000】

 Enable User Suffix
【Pro CMD：0306010】

Program User Suffix

Read “Program User Suffix”. Then program user suffix byte(s). To end the 
suffix, read “Save programming”. The user suffix byte is programmed in its 
hex values. See example below.

Note: The maximum length for user suffix is 10 bytes.

Program User Suffix
【Pro CMD：0301000】
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Prefix/SuffixPrefix/Suffix

Code Programming ON

Code Programming OFF

ToolsTerminal

Disable or Enable Terminal

“Terminal” is the termination for a string of barcode messages. It can not be 
formatted like other suffix and prefix. It is fixed to the right and the very end of a 
barcode transmission.

**Disable Terminal 
【Pro CMD：0309000】

 Enable Terminal
【Pro CMD：0309010】

Program Terminal

Read “Program Terminal”. Then program terminal byte(s). To end the 
suffix, read “Save programming”. The terminal byte is programmed in its 
hex values. See example below.

Note: The maximum length for terminal is 2 bytes.

Program Terminal
【Pro CMD：0310000】

Program Ox0D as Terminal
【Pro CMD：0310010】

  Program Ox0D 0x0A as Terminal
【Pro CMD：0310020】
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Message Interception & Pack

Introduction

Barcode message could divide information into different sections, such as product ID, manufacture 
ID, and so on. They are important overall. However, at certain situations, some of them are not 
of interest. This is where message interception comes in. Message interception feature allows 
transmission of selected section(s). Message intercept only applies to “raw” barcode messages.

The sequence of a read to transmit without message intercept is: Read a “raw” barcode —> Add 
prefix —> Append suffix  —> Append terminal —>  Transmit to Host.

The sequence of a read to transmit with message intercept is: Read a “raw” barcode —> 
Intercept Message —> Add prefix—> Append suffix —> Append terminal —> transmit to Host.

A special programming, pack, can insert barcode messages into a certain message format. 

Then the processing sequence is: Read to obtain barcode message—> Intercept—> Add prefix—> 
Append suffix—> Pack—> Append terminal—>Transmit.
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Message Interception & PackMessage Interception & Pack

Code Programming ON

Code Programming OFF

ToolsMessage Interception

Interception Rule No.1: It only intercepts selected symbols’ raw barcode 
messages and it effects all barcodes of the barcode format.

Interception Rule No.2: There are maximum 3 interception options restored in 
the non-volatile memory. If more than 3 are programmed, the last 3 are stored. 
For example, if there are 4 options are programmed in the order of Code 128
，Code 39，QR Code, and UPC-A and “Save”. The 3 options are restored 
in the order of: Code 39，QR Code, UPC-A.

Interception Rule No.3: If there are more than one options programmed for 
a barcode format, the later one is used. For example, there are 3 options 
restored, Code 128 option A, QR Code option, Code 128 option B. The Code 
128 option B is used when a Code 128 barcode is read.

**Disable Interception
【Pro CMD：0315000】

Enable Interception
【Pro CMD：0315010】

Program Intercept Option
【Pro CMD：0316000】

Erase Certain Barcode Interception Options
【Pro CMD：0316010】

Erase Latest Interception Options
【Pro CMD：0316020】

Erase All Interception Options
【Pro CMD：0316030】

"Enable Interception" barcode should be read before intercepting message.

Steps should be followed to erase certain barcode(EAN-13 e.g.) interception options:
Read " 1、 Erase Certain Barcode Interception Options" barcode;

Get Symbol ID, for example, EAN-13:005 2、

Read digit codes accordingly. 3、

Read "Save" barcode. 4、
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Message Interception & PackMessage Interception & Pack

Code Programming ON

Code Programming OFF

ToolsMessage Interception

Programming 1D Intercept Option

Note：
Maximum sections of barcode message interception are 5. 1、

Maximum value is 127 for both start digital and end digital  2、

Overlaps of barcode message sections are allowed and work independently.  3、

Start unit and end unit determine its message section. In the above example, descending  4、
“004” and “001” means the section of “last 4th”, “last 3rd”, “last 2nd”, and “last one” 
digits.

To intercept only one digit, program start unit and end unit to be the same value. 5、

When programming 1D intercept option, read digit codes as interception 
command. The rules is as below：

The interception command format of 1D interception command regards  »
a 3-digit decimal number as a unit.

The interception command has two parts, which are barcode type  »
part(Symbol ID) and data interception part. A command could have several data 
interception parts.

A barcode type part( » Symbol ID) uses a unit, such as “005”; a 
datainterception part uses three units, including intercepting direction 
unit:000(Ascending) or 001(Descending), start unit and stop unit.

There is only one type of barcode to be setted to intercept in a time. »

 Intercept EAN-13 from 1st digit to 3rd ascending and from reciprocal 4th to reciprocal 1st: 
1、Read  “Code Programming ON” 
2、Read  “Allow Interception” 
3、Read  “Program Intercept Option” 
4、Check Symbols ID Number table for EAN-13 
5、Read below digit barcodes

digit 005 000 001 003 001 004 001

Denotes symbol ID ascending the 1st digit the 3rd digit descending the 4th  digit the 1st digit

Barcode Type Data Interception 1 Data Interception 2
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Message Interception & PackMessage Interception & Pack

Code Programming ON

Code Programming OFF

ToolsGeneral Programming

For example, intercept QR Code from 1st digit to 20th ascending and from 113th digit to 
140th ascending. 
1. Read  “Code Programming ON” 
2. Read  “Enable Interception” 
3. Read  “Program Intercept Option” 
4. Check Symbols ID Number table for QR Code 
5. Read below digit barcodes

Programming 2D Intercept Option

Rules：
Maximum intercept 3 barcode message sections 1、

Maximum value is 9999 for start digital and end digital  2、

Overlaps of barcode message sections are allowed and work independently.  3、

Start unit and end unit determine its message section. In the above example, ascending  4、
“000001” and “000020” means the first 20 digits.

To intercept only one digit, program start unit and end unit to be the same value. 5、

When programming 2D intercept option, read digit codes as interception 
command. The rules is as below：

The interception command has two parts, which are barcode type  »
part(Symbol ID) and data interception part. A command could have several data 
interception parts.

A barcode type part( » Symbol ID) uses a unit, such as “005”; a 
data interception part uses three units, including intercepting direction 
unit:000(Ascending) or 001(Descending), start unit and stop unit.

Barcode type part and intercepting direction regards a 3-digit decimal  »
number as a unit; but start and stop digit regards a 6-digit decimal number as 
a unit. They uses 6 digits to present 4-digit value. The first two digits are for 
thousandth and next two digits for hundredth. For example, 001013 means 113.

There is only one type of barcode to be setted to intercept in a time. »

digit 033 000 000001 000020 000 001013 001040

Denote symbol ID ascending The 1st digit The 20th digit ascending The 113th digit The 140th digit

Barcode Type Data Interception 1 Data Interception 2
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Message Interception & PackMessage Interception & Pack

Code Programming ON

Code Programming OFF

ToolsMessage Pack

Introduction

Data Pack is for the special requirements of barcode message. There are 3 types 
of data pack. Data pack effects all data formats, in that be sure to load the default 
“Disable Pack” if pack is not required.

** Disable Pack
【Pro CMD：0314000】

Normal Pack

Normal pack format:：

[STX + ATTR + LEN] + [AL_TYPE + DATA] + [LRC]

STX：0x02 »
ATTR：0x00 »
LEN：Barcode message length is expressed by 2 bytes, range “0x0000~0xFFFF”which is  »

between 0 and 65535.
AL_TYPE：0x36 »
DATA：Barcode message »
LRC：Parity byte »

The algorithm:
computation sequence is LRC=0xFF+STX+ATTR+LEN+AL_TYPE+DATA 1、

computation method is XOR, byte by byte. 2、

Normal Pack
【Pro CMD：0314010】
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Batch Programming

Introduction
Batch Programming can integrate a programming sequence into one barcode.
Batch Programming Rules:

Sub-command is in this format: Programming Command + Parameters 1、

Sub-commands are terminated by semicolons. Note that there is no blank  2、
between a sub-command and its terminator semicolon.

“Save Programming”(0000160) to terminate 3、

Use Barcode Generator software to make the 2D batch barcode. 4、

For example, to generate a batch barcode for “Illumination Keep 
ON”(0200030), “Auto Mode”(0302010), “One Reading Timeout = 
2000”(0313000), and “Disable Fixed Length Selection”(0405140)for Inter-
leaved 2 of 5.

0200030; 0302010; 0313000 = 2000; 0405140; 0000160; Generate a batch code. 

Code Programming ON

Code Programming OFF

Tools

 Allow Read Batch Code
【Pro CMD：0001110】
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Batch Programming
How to build a batch command

Batch command can contain many commands. Each command is divided by semicolon. Batch command 
must be ended with save command.
Command structure: command (+ equal mark + setting information)
The setting command list is provided below
There are 4 setting command modes

Setting syntax 1: Command 1、

The most command is the one can be set at one time without the command.
e.g.:
The command setting the baud rate as 38400 bps: 0100060
The command setting auto mode: 0302010

Setting syntax 2: Command + equal mark + number 2、

This command is used for setting the value of parameter, including the longest and shortest length 
of the barcode,  one reading timeout setting, same barcode reading delay setting, sensitive value 
setting, etc.
e.g.:
The command setting the one reading timeout as 3000ms: 0313000 = 3000
The command setting the sensitive value as 10: 0312040 = 10

Setting syntax 3: command + equal mark + hex (e.g., 0x101a，0x2C03)  3、

This command can be used as setting the user-defined prefix, user-defined suffix, ending suffix, 
CodeID, increase or cancel the barcode length value, information intercepting, etc.  Note:  every two 
hexes in the command stand for a setting character
e.g.:
Append the fixed length 4 of interleaved 2of 5 to 26: 0405160 = 0x041a
Setting the suffix information of the ending as CR/LF: 0310000 = 0x0d0a

Setting syntax 4: command + equal mark+ double quotation marks 4、

If the setting information is viewable character, then this mode of setting is appropriate.
e.g.:
The command setting the user-defined prefix information as AUTO-ID ： 0300000 = “AUTO-
ID” 
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Batch Programming
Produce setting code

Make the command list (ended with save command) to a PDF417, QR code or DataMatrix.
For example, to produce a batch command means: light Always On, Auto Scan, change delay time to 2 
seconds, Disable Fixed Length of I 2 of 5. Firstly find commands as follows

0200030;（light Always On）
0302010;（Auto Mode）
0313000 = 2000;（change One Reading Timeout to 2 seconds）
0405140;（Disable Fixed Length of Interleaved 2 of 5）
0000160;（Save）

The batch setting code (PDF417) is as follow,
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Batch ProgrammingBatch Programming

Code Programming ON

Code Programming OFF

ToolsUse batch setting code

Code Programming ON
【Pro CMD：0006010】

 Allow Read Batch Code
【Pro CMD：0001110】

Batch Setting Code 

Code Programming OFF
【Pro CMD：0006000】

Read “Code Programming ON”, then read “enable batch setting code”, 
and then read the batch setting code produced just now, finally Read “Code 
Programming Off”
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Appendix

Digit Code
It is must to be read save after read digit code.

0
【Pro CMD：0000000】

1
【Pro CMD：0000010】

2
【Pro CMD：0000020】

3
【Pro CMD：0000030】

4
【Pro CMD：0000040】

5
【Pro CMD：0000050】

6
【Pro CMD：0000060】

7
【Pro CMD：0000070】
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Appendix
Digit Code

8
【Pro CMD：0000080】

9
【Pro CMD：0000090】

A
【Pro CMD：0000100】

B
【Pro CMD：0000110】

C
【Pro CMD：0000120】

D
【Pro CMD：0000130】

E
【Pro CMD：0000140】

F
【Pro CMD：0000150】
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AppendixAppendix

Code Programming ON

Code Programming OFF

ToolsSave and Abort

In order to save the received data “Save” has to be read after data transition 
completed. If error occurs when reading data,
the wrong data can be deleted and the setting up can be done again..

Eg, after a program code is received then ‘1 2 3” in order is received, if then 
read “Abort One Data of Current Setting” the “3” will be deleted; if read 
“Abort One String of Current Setting” the ‘123’ will be deleted; if read 
“Abort Current Setting” both the program code and ‘123’ will be deleted, 
the device will be on status of “initiating program code”

Save
【Pro CMD：0000160】

Abort One Data of Current Setting
【Pro CMD：0000170】

Abort Current Setting
【Pro CMD：0000190】

Abort One String of Current Setting
【Pro CMD：0000180】
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Appendix
AIM ID List

Symbol AIM ID Possible AIM ID Modifiers(m)

Code 128 ]C0
UCC/EAN-128 ]C1

EAN-8 ]E4
EAN-13 ]E0

EAN-13 with Addon ]E3
UPC-E ]E0

UPC-E with Addon ]E3
UPC-A ]E0

UPC-A with Addon ]E3
Interleaved 2 of 5 ]Im 0,1,3

ITF-6 ]Im 1,3
ITF-14 ]Im 1,3

Code 39 ]Am 0,1,3,4,5,7

Codabar ]Fm 0,2,4

Code 93 ]G0

Code 11 ]Hm 0,1,3

ISBN ]X0

Industrial 25 ]S0

Standard 25 ]R0

Plessey ]P0

MSI-Plessey ]Mm 0,1

GS1 Databar ]e0

EAN•UCC Composite ]em 0-3

PDF417 ]Lm 0-2

QR Code ]Qm 0-6

Aztec ]zm 0-9, A-C

Data Matrix ]dm 0-6

Maxicode ]Um 0-3

Reference:
ISO/IEC 15424:2008  »
Information technology – Automatic identification and data capture techniques – Data Carrier Identi- »

fiers (including Symbology Identifiers)
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Code ID List

Symbol Code ID

Code 128 j

UCC/EAN-128 j

EAN-8 d

EAN-13 d

UPC-E c

UPC-A c

Interleaved 2 of 5 e

ITF-6 e

ITF-14 e

Code 39 b

Codabar a

Code 93 i

Code 11 H

GS1 Databar R

EAN•UCC Composite y

ISBN B

Industrial 25 I

Standard 25 f

Plessey n

MSI-Plessey m

PDF417 r

QR Code s

Aztec z

Data Matrix u

Maxicode x
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Symbols ID Number

Symbol ID Number

Code 128 002

UCC/EAN-128 003

EAN-8 004

EAN-13 005

UPC-E 006

UPC-A 007

Interleaved 2 OF 5 008

Code 39 013

Codabar 015

Code 93 017

ISBN 024

Industrial25 025

Standard25 026

Plessey 027

Code11 028

MSI-Plessey 029

EAN•UCC Composite 030

GS1 Databar 031

PDF417 032

QR Code 033

Aztec 034

DataMatrix 035

Maxicode 036

User-Define Code 041

SPEC_OCR_B 064


